
Multiline Hunt Group - Individual Access To Each Port In Hunt Group (1079) 

Individual access to each port in a hunt group allows each line in a multiline hunt group (including the lead 
line) to be assigned a separate non-hunt directory number. 

Switch Type 

Generic Name of ONA Service 

1A ESS SESS DMS-IO0 

Product Name 

Earliest Generic Release 

AM - Non-Hunting Number For Use With Hunt  
Group Arrangement or UCD Arrangement 

BA - Non-Hunt Directory Numbers 

BS - Multiline H u n t  Groups 

IAEBA 5E2(2) BCS25 

BS - Nonhunting Number for use with H u n t  Group 
or UCO Arrangement (Access) 

NX - Hunt Groups 

PB - Nonhunting Number Arrangement 

SWB - Nonhunting Number Arrangement 

Qwest - Hunting 

BSE or 
CNS 

BSE 

BSE 

BSE or 
CNS 

BSE 

BSE or 
CNS 

BSE 

BSE 

BSE 

FEATURE OPERATION: 
When the non-hunt directory number is dialed, a call is placed only to the 
designated number. If the number is busy, the call will not route to other 
members of the hunt group, and a busy signal is returned. 
TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1. Individual access to each port in a hunt group is available in the following central office switches: 

2. In the 1A ESS switch this feature can be assigned with the following constraints: 

Each terminal number must be assigned its own Directory Number. 

Queuing of Lines will not be allowed. 

Stop Hunt Keys are not permitted. 

3 .  In  the DMS-I00 this feature can be satisfied by using either Distributed Line Hunting or the Multiline Hunt Group 
Feature in conjunction with the Bridged Night Number feature. The Individual Access to Each Port in a Hunt 
Group feature is not compatible with the Universal Call Distribution hunting arrangement in the DMS-100. 

4. Call Waiting - Terminating and Call Forwarding features should not be assigned to the non-hunt directory number. 



5 .  References: 

* GR-569 LSSGR Multiline Hunt Service, FSD 01-02-0802 (A Module of LSSGR, FR-64), Issue 1, June 2000 
(replaces TR-TSV-000569 Issue I - no technical changes). 

This service, if offered as a BSE, is associated with the Circuit Switched Line 
basic serving arrangement. 



Multiline Hunt Group - Overflow (1080) 

The maximum size of hunt groups is switching system dependent. This 
capability permits hunt groups to be large in size, within the limitations of the 
switching system serving the ESP. MLHG - Overflow allows a call destined for 
the ESP's hunt group to be routed to another telephone number within the same 
switching machine, but outside the hunt group. This capability requires an extra 
translation in order for the multiline hunt group overflow to be enabled in the 

Earliest Generic Release 

switcl 

FEAl 
In the 

1AE8A 5E2(2) BCS17 

Generic Name of ONA 
Service 

Multiline Hunt Grouo ~ Overflow 

Product Name BSE or T r  
AM - Multiline Hunt Group Overflow 

BA - Multi-line Hunt Group 

BA - Hunt Group Arrangement 

BA - Hunt Group (Overflow Advance Arrangement) 

BS - Multiline Hunt Groups 

NX - Hunt Groups 

PB - Hunt Group Overflow 

Qwest - Hunting 

BSE 

BSE 

BSE 

BSE 

BSE or 
CNS 

BSE 

BSE 

BSE 

?E OPERATION: 
4 ESS and 5ESS machines, Call Forwarding Busy Line (CFBL) will be 

assigned to the MLHG to accomplish the overflow function. In the DMS 100, 
Line Hunt Overflow to a Route or Line Hunt Overflow to a Directory Number are 
utilized to provide this capability. 
TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1. This feature is available in the following central oftice switches: 

I Switch Type I I A E S S  I5ESS I DMS-100 I 

2 .  I A  ESS and SESS Switchcs: 

For MLHG hunt lines, CFBL call forwarding occurs only when all lines are busy. The lines hunted depend on 
the hunting arrangement as follows: 

Regular Hunting, CFBL forwarding treatment is provided only when all lines hunted, including the last line in 
the hunt group, are found busy. 



Circular Hunting is similar to regular hunting except hunting does not end with the last line in a prearranged 
hunt group. In circular hunting, all lines in the hunt group are hunted for an incoming call. CFBL call 
forwarding lrcatment is provided only whcn all lines in a circular hunt group are searchcd and found busy. 

3 .  DMS 100 Switch: 

Thc following ovcrflow features can be assigned to Distributed Number Hunting, Multilinc Hunting and 
Distributcd Line Hunting: 

If all lines in the abovc listed hunt groups are busy, the overflow to a directory number (LOD) feature can be 
assigned to the hunt group. The LOD feature will cause hunting to continue to a specified directory number. 

If all lines in the above listed hunt groups arc busy, the overflow to a route index (LOR) can be assigned to the 
hunt group. This will give the ESP the capability to hunt to a trunk group, announcement group, or private 
facilities that are accessed via a route index. 

4. References: 

* GR-569 LSSGR: Multiline Hunt Service, FSD 01-02-0802 (A Module of LSSGR, FR-64). Issue 1, June 2000 
(replaces TR-TSY-000569 Issue 1 ~ no technical changes). 

This service is associated with the Circuit Switched Line basic serving 
arrangement. 



Multiline Hunt Group - Uniform Call Distribution Line Hunting (1081) 

The Uniform Call Distribution line hunting arrangement allows for equal distribution of incoming calls to all 
terminal numbers within a hunt group. 

Switch Type 1A ESS 

Earliest Generic Release lAE6A 

jeneric Name of ONA Service I Product Name 

SESS DMS-IO0 

5E2(2) BCS25 

Aultiline Hunt Group -Uniform Call Distribution Line Hunting AM - Uniform Call Distribution 

EA - Uniform Call Distribution 

BS - Uniform Call Distribution 

NX - QueuingiUCD 

NX - UCD 

PB - Uniform Call Distribution 

SWE - Uniform Call Distribution Arrangement 

Qwest - Uniform Call Distribution 

~ 

BSE or CNS 

BSE 

BSE 

ESE 

BSE or CNS 

ESE or CNS 

BSE 

BSE 

ESE 

2. In the IA ESS and SESS switches, Call Waiting - Terminating and series completion cannot be assigned to lines 
with the UCD feature. In the DMS-100, the Universal Call Distribution feature is not compatible with Automatic 
Call Back, Automatic Recall, Automatic Call Distribution, Bridged Night Number, Calling Number Delivery, 



Calling Number Delivery Blocking, Distributed Line Hunting, Distributed Number Hunting, Multiline Hunting, 
Prefercntial Hunting and Stop Hunt. 

3. References: - GR-569 LSSGR Multiline Hunt Service, FSD 01-02-0802 (A Module of LSSGR, FR-64), Issue I ,  June 2000 
(replaces TR-TSY-000569 Issue I ~ no technical changes), see "uniform call distribution hunting." 

This service, if offered as a BSE, is associated with the Circuit Switched Line 
basic serving arrangement. 



Multiline Hunt Group - UCD With Queuing (1082) 

This feature provides the capability for a UCD multiline hunt group to be 
equipped with the queuing feature. The queuing feature provides a means for 
automatically queuing calls to a multiline hunt group when all hunting group 
terminations are busy. 

Switch Type 1A ESS SESS 

Earliest Generic Release 1AE8A 5E2(2) 

Generic Name of ONA Service 

DMS-100 

BCS25 

Multiline H u n t  Group - UCD With Queuing 

I 

FEATURE OPERATION: 

Product Name 

AM - Queuing 

BA - Multiline H u n t  Group - UCD With Queuing 

B S  - Multiline Hunt Queuing 

BS -Queuing (Access) 

NX - QueuingIUCD 

PB - Uniform Call Distribution With Queuing 

SWB -Queuing 

Qwest - Uniform Call Distribution 

BSE or CNS 

BSE 

BSE 

BSE 

BSE 

BSE or CNS 

8SE 

8SE 

BSE 

I .  Calls made to a UCD multiline hunt group equipped with the queuing feature will complete imrncdiately if thcre is 
an idle terminal in the UCD hunt group. However, if all terminals in the UCD hunt group are busy, the call is 
placed on queue and waits its turn to he served. If the delay announcements feature is active in the serving central 
office the calling party may receive silence, special tone, music or announcements ifthe call is not serviced within 
a customer specified length of time. The call that has been on queue the longest will he the first call served when a 
line becomes available. Thc customer determines the maximum number of calls that can be placed on queue. If the 
incoming call cannot be placed on queue, the calling party receives busy tone. 

2. In the IA ESS and SESS switches, Call Waiting - Terminating and series completion cannot be assigned to lines of 
multiline hunt groups. The SESS and DMS-I00 Queuing feature should not be assigned with Call Waiting - 
Terminating. In the DMS-100, the Universal Call Distribution feature is not compatible with Automatic Call Back, 
Automatic Recall, Automatic Call Distribution, Bridged Night Number, Calling Number Delivery, Calling Number 
Delivery Blocking, Distributed Line Hunting, Distributed Number Hunting, Multiline Hunting, Preferential 
Hunting and Stop Hunt. 

3 .  References: 



GR-569 LSSGR: Multiline Hunt Service, FSD 01-02-0802 (A Module ofLSSGR. FR-64), Issue 1, June 2000 
(replaces TR-TSY-000569 Issue 1 ~ no technical changes). 

This service, if offered as a BSE, is associated with the Circuit Switched Line 
basic serving arrangement. 



Name of Calling Party (1097) 

Name of Calling Party is a terminating user feature that allows the subscriber to 
receive the name associated with the calling number prior to answering the call. 
Name of Calling Party, or Calling party NAMe (CNAM) is an incremental feature 
functionality that adds calling name information to the existing "Calling Directory 
Number Delivery - via ICLID service also described in the ONA Services User 
Guide. 
When CNAM is assigned to the subscriber's line, the name associated with the 
calling number, along with the directory number of the calling party, the time of 
the call and the date are sent to, and displayed on, the called party's customer 
premises equipment (CPE) during the first long silent interval of the ringing cycle 
(between the first and second rings). If the calling party is outside the area in 
which the service works, the called party's CPE will receive an "0" which in most 
cases is displayed as "Out of Area" (actual display is the function of the CPE 

Earliest Generic Release 

used). 
Generic Name of ONA Service 

lAElO 5E8 BCS36 

Product Name 

AM -Caller ID With Name 

BA - Caller-ID Deluxe 

BA - Caller ID 

BS - Caller ID Deluxe 

NX - Caller ID 

BSE or CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

FEATURE OPERATION: 
The customer must contact the telephone company to have the CNAM service 
activated. Once the translation changes have been made to the customer's line 
and the customer has installed the appropriate CPE, the name associated with 
the calling number, the calling number, and the date and time of call is 
automatically transmitted to the customer's CPE. 
TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1. This feature is available in the following central office switches: 

I Switch Type I I A E S S  I5ESS I DMS-100 I 

2. All Technological and Feature Interaction Considerations applicable to Calling Directory Number Delivery - via 
ICLlD also apply to CNAM. Refer to those considerations in the Services Descriptions section of this User Guide. 

3 .  A maximum of 15 characters is allowed for transmission of the calling party Directory Name. 

4. If the incoming call originates from a customer provided or Telephone Company Public Telephone or a Telephone 
Company provided Semi-Public Telephone, the name information provided will always be "Pay Phone." 



5 .  I f  the incoming call originatcs from a multi-line hunt group, the name and number transmitted will always be the 
main listed directory name and number of the hunt group, unless, facilities permitting, the lines arc Telephone 
Number identified within the group. 

6. If the incoming call originates from a caller who subscribes to "Distinctive Ringing -Terminating Screening" 
(described in the Services Descriptions section of this User Guide), the name and number transmitted will always 
be the main directory listing information rather than the "Distinctive Ringing - Terminating Screening" service 
listed name and number. 

7. If the incoming call is from a caller served by a PBX, only the main listed name and number of the PBX will be 
transmitted and available for display. 

X .  Calling party information is not available on Operator handled calls 

9. References: 

GR-1519: CCSNIS Supporting GR-l 188 Calling Name Delivery, Issue I ,  October 1994 
(Component of FR-905) 
GR-I 188 LSSGR CLASSSM Feature: Calling Name Delivery Generic Requirements (FSD 01- 
02-1070), (A Modulc of LSSGR, FR-64). Issue I ,  June 2000 (replaces TR-NWT-001188 Issue 
I & Bulletins I & 2), Issue 2 -~ December 2000. 

'M CLASS is a serv~ce mark ofTelwrdia Te~hnolugies, Inc. (formerly Bellcore) 



Generic Name of ONA Service 

Reverse Billing On Circuit Switched 
Access 

Product Name BSE or CNS 

BS - Uniform Access BSE 
Number 

I 
.~ I I I I 

Switch Type  

I Earliest Generic Release I 1AE8A I 5EZ2) I BCS17 I 
1A ESS 5ESS DMS-100 

2 .  For a voice grade linc circuit switched application, reverse billing is a function of the billing systems. The 
technology to provide reverse billing is dependent on two systems - the central office where the call originates must 
have recording capability, and the billing systems must be able to process the billing information and reverse the 
billing to the terminating telephone number. In ordcr to make the billing systems' tasks less complex, a unique 
NXX must be assigned for the reverse billing telephone numbers. The unique NXX indicates to the billing system 
that calls placed to numbers in (his NXX must bc treated differently than normal calls. The switching equipment in 
each LATA must have the capability to code convert all seven or ten digits of the unique NXX to facilitate 
completion of the call to the ESP. 

3. References: not applicable 

This service is associated with the Circuit Switched Line basic serving 
arrangement. 

Note that this name has been changed slightly. and the description has been modified so that it no longer includes packet, compared 
ID the infomation published in the May 24. 1989 BOC ONA Specid Report #5  and December 29. 1989 BSA Matrix Supplemenl 
documents. For information on lhc packet version of this sewice. see the service called"Reverse Charge Acceptance - Packel" in the 
packet services section of this document. 



Generic Name of ONA Service Product Name BSE or CNS 

Selective Call Forwarding BA - Select Forward CNS 

CNS 

CNS or BSE 

BS - Preferred Call Forwarding 

PB - Select Call Forwarding 

SWB - Selective Call CNS 
Forwarding 

Qwest - Selective Call CNS 
Forwarding 

'' CLASS is a service mark of Tclcordia Technulugies, Inc. (formerly Bellcare) 



~ The instructions for removing any subscriber list entry; removing all subscriber entered numbers. 

2. SESS and DMS-100: To activate or deactivate the Selective Call Forwarding service, the customer must go off- 
hook and dial cithcr *63 or * 8 3  (I 163 or I183 for rotary dial). Once either access code has been successfully 
cntered, the customer should receive an announcement providing the following information: 

The name of the service. 

The telephone numbcr the calls will he forwarded to. 

The status of the service (active or inactive) 

The number of entries on the list 

The instructions for creatingiadding to the list, rcmoving, reviewing the list, changing of service status (active to 
inactive, inactive to active). 

Switch Type 

Earliest Generic Release 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1A ESS SESS DMS-IO0 

IAEIO' 5E6 BCS31'* 

1. 

2 .  

3 .  

4. 

5 .  

6. 

5 hl 

S M 
CLASS is a service inark of Telcordia Technologies, Inc. (formerly Bellcore) 
CLASS is a service mark of Telcordia Technologies, Inc. (fannerly Bellcore) 



GR-220 LSSGR CLASSsM Feature: Screening List Editing, FSD 30-28-0000 (A Module of LSSGR, FR-64). 
Issue 2, April 2002 (replaces TR-NWT-000220 Issue 3 & GR-220 Issue I) .  

This service, if offered as a BSE, is associated with the Circuit Switched Line 
basic serving arrangement. 



Selective Call Rejection (1085) 

Selective Call Rejection (CLASS)SM provides the subscriber with the ability to 
block incoming calls from a pre-specified list of directory numbers. The 
subscriber to this feature builds a list of telephone numbers that they want 
automatically blocked. The preselected (blocked) directory numbers are routed 
to a standard central office announcement instead of the dialed number. 
Subscribers can also place the number of the last incoming call on their list, 
without having to know the telephone number, by dialing a special command 
code. However, this must be done PRIOR to receiving another call. 

Generic Name of ONA Service 

Selective Call Rejection 

Product Name 

AM -Call Screening 

BA - Cali Block 

BS - Call Block 

PB - Call Block 

SWB - Call BlockerSM 

Qwest - Call Rejection 

BSE or CNS 

CNS 

CNS 

CNS 

CNS or BSE 

CNS 

CNS 

FEATURE OPERATI ON: 
The customer must contact the local telephone company to initiate Selective Call 
Rejection service. A service order is required. The customer initiates control of 
the Selective Call Rejection screening list contents as well as activation and 
deactivation of the service by dialing access codes as described below. Once 
the appropriate translations have been made to the customer's line the customer 
may activate, deactivate and/or use the service as follows. 
I. I A ESS: To activate the Selective Call Rejection service, the customer must go off-hook and dial *60 ( I  160 for 

rotary dial). The customer will then receive an announcement providing the following information: 

Thc name of the service 

The scrvicc is now active. 

- The number of entries on the list, 

The instructions for adding the last incoming number to the list, adding known numbers to the list; removing 
subscriber entries from the list; reviewing the list. 

To deactivate the service, the customer must go off-hook and dial *80 ( I  180 for rotary dial). The customer 
wil l  then receive an announcement providing the following information: 

The name of the service 

-- The service is now off. 

511 

"' Call Hlocker i s  il service inark of Southwestern Bell Telenhone. 
CLASS is B service mark of Telcordia Technologies. Inc. (funnerly Bellcore) 



Switch Type 

Earliest Generic Release 

5 LI CLASS i s  ii service mark of Telcordia Technologies, Inc. (formerly Bellcore) 

1A ESS JESS DMS-100 

1AE10' 5E6 BCS31" 



6. References: 

GR-218 LSSFR: CLASS’” Feature: Selective Call Rejection, FSD 01-02-0760 (A Module of LSSGR, FR-64). 
Issue 2. April 2002 (replaces TR-TSY-000218 Issue 2 & Revision I & Bulletin 2 & GR-218 Issue I ) .  

* GR-220 LSSGR: CLASSsM Feature: Screening List Editing, FSD 30-28-0000 (A Module of LSSGR, FR-64). 
Issue 2, April 2002 (replaces TR-NWT-000220 Issue 3 & GR-220 Issue I). 

This service, if offered as a BSE. is associated with the Circuit Switched Line 
basic serving arrangement. 

s Irl CLASS i s  a service mark of Trlcordia Technologies, Inc. (formerly Bellcore) 



- 
Generic Name of ONA Service Product Name BSE or CNS 

Shared Speed Calling BA - Shared Speed Calling CNS 

CNS 

CNS 

PB - Network Speed Calling 

Qwest - Abbreviated Access/Activation (1 or 2 
Digit) 

FEATURE OPERATION: 
I .  To call any of the directory numbers assigned to a Shared Speed Call list the ESP or their clients perform the 

following operations: 

a. Listen for dial tone. 

b. Dial the one or two digit Shared Speed Call code assigned to the desired directory number or destination. After 
a four-second pause, the call is processed. (Callers from touchtone telephones can avoid the four-second pause 
by dialing # after the Speed Call code.) 

2. To changc any numbers or to add a number to the Shared Speed Call list, the following operations are performed by 
the ESP from their line: 

1. Listen for dial tone. 

2. Dial the applicable Shared Speed Call change code (typically three or four digits). 

3. After receipt of second dial tonc, dial the Shared Speed Call code that is changing or being added and then dial 
the new directory number associated with thc Shared Speed Call code. (If a fast busy tone is encountered the 
action must be repeated because the change did not occur.) 



Switch Type 

Earliest Generic Release 

3. Thc capability may he limited to certain POTS classes of service. It is generally available to Centrex subscribers in 
all types of Central office switches offering Centrex service. 

1. The maximum number of digits in the telephone number assigned to the Shared Speed Call code is IS in the 1A 
ESS and 32 in the SESS. 

5 .  Multiline subscribcrs can haw Shared Speed Calling on each line if desired. 

6. Shared Speed Calling can be used in conjunction with Three-way Calling or Three-way Call Transfer if the 
subscriber wishes to add to an cstablishcd call someone who is on their Shared Speed Call list. 

7. Subscrihers with Shared Speed Calling (one-digit) can also have Speed Calling (two-digit) or Speed Calling (thirty 
number) on the Same line. Subscribers with Shared Speed Calling (two-digit) can also have Shared Speed Calling 
(one-digit) or Speed Calling (eight number) on the same line. 

X .  References: 

GR-570 LSSGR: Spced Calling, FSD 01-02-1 101 (A Module of LSSGR, FR-64), Issue I ,  June 
2000, see "Shared Speed Calling" (replaces TR-TSY-000570 Issue I -no  technical changes). 

i A  ESS 5ESS 

IAEBA 5E2(2) 



Generic Name of ONA Service Product Name BSE or CNS 

Single Number Access for Multiple Locations BS - ZipCONNECT (Area 
Number Calling) * 

CNS 

Switch Type 

Earliest Generic Release 

1A ESS 5ESS DMS-IO0 

See Note 5E8 BCS35 



4. Cicographic routing will allow calls to be routed based on originating wire center, or on originating block group 
boundaries. Block groups are bdscd on the U. S. Census Bureau-based geographical coordinates, and will allow 
subscribers to dcsign their own servicc areas below the wire center level. 

5.  

6.  

7 .  

Time-of-Day routing is bascd on the time the originating call is made. 

Day-of-Week routing is based on which day of the week the calls are made. 

Pcrcent distribution routing allows the subscriber to distribute the call volumes going to each location, i.e., 20% 
to Location A, 30% to Location 8, etc. 

Default treatment will be specified for calls not mapped to a particular location, such as out of area calls, and 
calls without calling line identification delivered with the call. 

8. 

9. Reference: Not available. 



Speed Calling (1087) 
Speed Calling (eight number) allows a subscriber to establish a connection to 
certain directory numbers by dialing one digit instead of seven to ten digits. The 
service has a limit of eight speed calling access codes (each single digit code is 
associated with a telephone number). 
Speed Calling (thirty number) allows a subscriber to establish a connection to 
certain directory numbers by dialing two digits instead of seven to ten digits. The 
service has a limit of 30 speed calling access codes (each two digit code is 
associated with a telephone number). 
The telephone numbers associated with access codes of a speed call list are determined by the client. The 
client has the ability to add or change the telephone numbers assigned to such codes through use of the 
client's station. 

Generic Name of ONA Service I Generic Name of ONA Service 

Speed Calling Speed Calling 

Product Name 

AM - Speed Calling 

BA - Speed Calling 

BA - Speed Dialing 

BS - Speed Calling 

NX - Speed Calling 

PB -Speed Calling (8 8 30 
Number) 

SWB - Speed Calling 

Qwest - Speed Calling (8 Number) 

Qwest - Speed Calling (30 
Number) 

BSE or 
CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

FEATURE OPERATION: 
I .  To call any of thc directory numbers assigned to a Speed Call list, the subscriber performs the following operations: 

I .  Listen for dial tone. 

2. Dial the one or two-digit Speed Call code assigned to the desired directoly number. After a four-second pause, 
the call is processed. (Callers from touchtone telephones can avoid the four-second pause by dialing # after the 
Speed Call code.) 

2. To change any numbers or to add a number to the Speed Call list, the following operations are performed from the 
subscriber's line: 

a. Listen for dial tone. 

b. Dial the applicable Speed Call change code (typically three or four digits) 

c. After receipt of second dial tone, dial the Speed Call code that is changing or being added and then dial the new 
directory number associated with the Speed Call code. (If a fast busy tone is encountered the action must be 
repeated because the change did not occur.) 



TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

Switch Type 

Earliest Generic Release 

DMS-100 1A ESS SESS 

1AE8A 5E2(2) BCS17 

2. The maximum number of digits in the telephone number assigned to the Speed Call code is 15 in the 1A 6SS, 32 in 
the SESS and 15 iti the DMS-100. 

3. Multiline subscribers can have Speed Calling on each linc ifdesired. 

4. Spced Calling can be used in conjunction with Three-way Calling or Three-way Call Transfer if the subscriber 
wishes to add to an established call someone who is on their Speed Call list. 

5 .  Subscribers with Speed Calling (eighl-number) can also have Speed Calling (thirtynumber) Shared Spced Calling 
(two-digit) on the same line. Subscribers with Speed Calling (thirty-number) can also have Speed Calling (eight- 
number) Shared Speed Calling (one-digit) on the Same line. 

6 .  References: - CiR-570 LSSGR: Speed Calling, FSD 01-02-1 101 (A Module of LSSGR, FR-64), Issue I ,  June 2000 (replaces 
TR-TSY-000570 Issue I -no  technical changes). 

This service, if offered as a BSE, is associated with the Circuit Switched Line 
basic serving arrangement. 



Tandem Routing (1088) 

Tandem Routing provides for access by ESPs to the exchange network with 
trunk andlor line interfaces through tandem switches. This allows ESPs to 
interconnect with the network at a single point and be accessed by customers in 
a selected group of end offices, all of which subtend that tandem. In some 
jurisdictions, at the option of the ESP, calls from a particular end office may be 
blocked or forwarded to the ESP, allowing the ESP to create a custom services 
area from the LATA sector served by the tandem. 

Switch Type 1A ESS JESS 

Generic Name of ONA 

Tandem Routing 

DMS-100 

Product Name BSE or CNS 

AM - Tandem Routing 

BA - Tandem Routing 

BS -Custom Service Areas BSE 

NX - Tandem Routing 

PB -Tandem Routing 

Owest - Tandem Routing 

Earliest Generic Release lAE6A 5E2(2) BCS19 

2. Ail three switch types require specific generic software to configure the switch for tandem operation. An example 
of this is the Northern Telecom NTX386AA feature package, used in the DMS 1001200 to configure this switch for 
Access Tandem capabilities. This feature package enables access tandem translations and screening, trunking, 
trcatments, and hilling as well as various software support features. Because all offices do not contain the 
necessary feature packages for tandem trunking, the local exchange company must be contacted for specific 
geographic locations of the switches with this capability. 

3. In some regional companies. this service may be limited to trunk side access services utilizing Feature Groups B 
and D protocol, or Feature Group D protocol only. 

* For Amcritech, NYNEX, Pacific Bell and @est, this is met by an alternative of the Circuit Switched Trunk BSA. 



4. References: 

CR-540 LSSGR Tandem Supplement (A Module of LSSGR, FR-64), Issue 2, March 1999 (Replaces TR-TSY. 
000540, Issue 2). 

This service, if offered as a BSE, is associated with the Circuit Switched Trunk 
basic serving arrangement. 


